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Engi neeri ng and Desi gn
GUI DANCE FOR FUEL RESI STANT SEALERS FOR PAVEMENTS

1. Purpose. This letter furnishes guidance on use of fuel resistant sealers
for bitum nous concrete pavenents.

2. Applicability. This letter applies to all HQUSACE/ OCE el enents and al
field operating activities having Mlitary Construction design responsibility.

3. Di scussi on

a. In addition to the rubberized-tar slurry seals recommended for fue
resistant surfacings in Para 9.6 of TM 5-825-2 other materials are now on the
market. Some of these materials have been eval uated by WES and test results
and conclusions are contained in the Draft Report “Fuel Resistant Seal ers”
(I'ncl 1).

b. Some of the numerous materials narketed as fuel resistant sealers are
costly (approximtely $20/gal) and others are relatively inexpensive
(approxi mately $2/gal). Experience has shown that some perform satisfactorily
and others do not. The initial least/first cost of sealers is not always a
good neasure of the cost since sone of the less costly performfor a short tine
whil e the nore expensive may perform for extended periods (several years).

c. The Waterways Experinment Station has devel oped a test procedure (Inc
2) for evaluating the quality of fuel resistant sealers in the |laboratory. This
procedure involves dripping fuel on the seal ed asphaltic concrete surface,
conducting an abrasion test and evaluating the damage. This test procedure
eval uates the effects of fuel and traffic but it does not evaluate long term
performance as affected by changes of sealer properties with tinme and
t emperature

4. Action To Be Taken. Use of sealer materials now avail able should be based
on conformance with | aboratory test performance devel oped by WES, |lowest life
cycle costs, satisfactory application according to manufacturer’s specification
and satisfactory performance records. Materials not nmeeting these requirenents
shoul d not be selected for use.

5. | npl enentation. This letter will have routine application for Mlitary
Construction as defined in Para 6c, ER 1110-345-100.
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